
 

 

 
 

Part # Application Type Pis 
Wt 

Valv 
Deg 

Bore Stroke 
Rod 
Lgth 

Com 
Hgt 

Comp Ratio cc Pin 
Wt 

Pin 
Size Racer 

65 70 75 
Pistons For Small Block Chrysler              
360-P1-

1006 
U408” (360 Block): Diamond for stock,     
Edelbrock, or Indy Cyl Heads. 

Dish  
-20cc 

463 Std. 
18° 

4.030” 4.000” 6.123” 
Steel 

1.445” 10.25 9.5 N.A. 125 .984” 1,200.00 

360-P1-
1007 

U408” (340-360 Block): Diamond for stock,     
Edelbrock, or Indy Cyl Heads. 

Flat Top 
-5.5cc 

470 Std. 
18° 

4.030” 4.000” 6.123” 
Steel 

1.460” 11.9 10.7 N.A. 125 .984” 1,150.00 

360-P1-
1008 

U415” (340-360 Block):U   Diamond for stock,     
Edelbrock, or Indy Cyl Heads. 

Dish  
-20cc 

463 Std. 
18° 

4.060” 4.000” 6.123” 
Steel 

1.445” 10.25 9.5 N.A. 125 .984” 1,200.00 

360-P1-
1010 

U415” (340-360 Block):U   Diamond for stock,     
Edelbrock, or Indy Cyl Heads. 

Flat Top 
-5.5cc 

475 
Std. 
18° 

4.060” 4.000” 
6.123” 
Steel 

1.460” 12 10.8 N.A. 125 .984” 1,150.00 

360-P1-
1012 

U416” (340-360 Block):U   Diamond for stock,     
Edelbrock, or Indy Cyl Heads. 

Dish  
-20cc 

463 
Std. 
18° 

4.070” 4.000” 
6.123” 
Steel 

1.460” 10.4 9.7 N.A. 125 .984” 1,200.00 

360-P1-
1013 

U416” (340-360 Block):U   Diamond for stock,     
Edelbrock, or Indy Cyl Heads. 

Flat Top 
-5.5cc 

475 
Std. 
18° 

4.070” 4.000” 
6.123” 
Steel 

1.460” 12.1  10.8 N.A. 125 .984” 1,150.00 

360-P1-
1014 

U440” (340-360 Block):U   Diamond or Stock, 
Edelbrock, or Indy Cyl Heads. 

Dish  
-23cc 

582 
Std. 
18° 

4.125” 4.000” 
6.123” 
Steel 

1.450” 10.25 N.A. N.A. 125 .984 1,495.00 

360-P1-
1020 

U440” (340-360 Block):U   Diamond or Stock, 
Edelbrock, or Indy Cyl Heads. 

Dish 
+6cc  

549 
Std. 
18° 

4.125” 4.000” 
6.123” 
Steel 

1.450” 14.25 N.A. N.A. 150 .984 1,495.00 

Pistons For B/RB Wedge Chrysler              
440-P1-

1024 
U446” (440 Block): Diamond for stock, or Indy 
440-SR or -1 Cyl Heads. 

Flat Top 
-4cc 

665 Std. 
15° 

4.350” 3.750” 6.760” 
Steel 

2.050” 11.25 10.8 10.15 235 1.094” 1,200.00 

440-P1-
1030 

U451” (440 Block): U  Diamond for stock, Edel. or 
Indy 440-SR or -1 Cyl Heads. 

Flat Top 
-4cc 

665 Std. 
15° 

4.375” 3.750” 6.760” 
Steel 

2.050” 11.5 11.25 10.5 235 1.094” 1,200.00 

440-P1-
1020 

U500” (400 Block): U  Diamond for stock, Edel. or 
Indy 440-SR or -1 Cyl Heads. 

Flat Top 
-6cc 

493 Std. 
15° 

4.375” 4.150” 6.760” 
Stl / Alm 

1.125” 13.9 13.2 12.5 157 .990” 1,225.00 

440-P1-
1021 

U500” (400 Block): U  Diamond, Edel. or Indy 
440-SR or -1 Cyl Heads. 

Dish 
 -20cc 

493 
Std. 
15° 

4.375” 4.150” 
6.760” 

Stl / Alm 
1.120” 11.0 10.65 10.25 157 .990” 1,225.00 

440-P1-
1036 

U494” (440 Block): U   Diamond for stock, Edel. 
or Indy 440-SR or -1 Cyl Heads. 

Flat Top 
-6cc 

670 
Std. 
15° 

4.350” 4.150” 
6.760” 

Stl / Alm 
1.850” 13.8 13.1 12.4 157 .990”        1,200.00 

440-P1-
1037 

U494” (440 Block): U   Diamond for  stock Edel. 
or Indy 440-SR or -1 Cyl Heads. 

Dish 
-20cc 

670 
Std. 
15° 

4.350” 4.150” 
6.760” 

Stl / Alm 
1.865” 11.0 10.65 10.25 157 .990” 1,225.00 

440-P1-
1038 

U500” (440 Block): U   Diamond for stock, Edel or 
Indy 440-SR or -1 Cyl Heads. 

Flat Top 
-6cc 

670 Std. 
15° 

4.375” 4.150” 6.760” 
Stl / Alm 

1.850” 13.9 13.2 12.5 157 .990” 1,200.00 

440-P1-
1041 

U500” (440 Block) U: Diamond for stock, Edel, or 
Indy heads,   

Dish 
-25cc 

633 Std. 
15° 

4.375” 4.150” 6.760 
Stl / Alm 

1.865” 11.00 10.50 10.00 157 .990” 1,225.00 

440-P1-
1043 

U500” (440 Block):U  Diamond or stock, Edel, or 
Indy Heads 

Dome 
+5cc 

658 
Std. 
15° 

4.380” 4.150” 
6.760 

Stl/ Alum 
1.875” 15.00 14.00 13.25 175 .990” 1,595.00 

440-P1-
1049 

U540” (440 Block): U  Diamond for Indy 440-SR 
or -1 Cyl Heads on 440 Blk. 

Flat Top 
-7cc 

535 
Std. 
15° 

4.375” 4.500” 
7.100” 

Stl/ Alum 
1.350” 14.3 13.6 13.2 157 .990” 1,495.00 

440-P1-
1055 

572” (440 Block): Diamond for Indy 440-1 Cyl. Flat Top 
-7cc 

575 Std. 
15° 

4.500” 4.500” 7.100”  
Stl/ Alum 

1.350” 14.7 13.9 13.0 157 .990” 1,495.00 

440-P1-
1056 

U572”/ 588” (440 Block):U  Diamond for Indy 
572-13     385cc Cyl Heads on Maxx or MP 
Blk. 

Flat Top 
-6cc 

575 13° 4.500” 4.500” 7.100” 
 Stl/ Alum 

1.350” 15.1 14.3 13.7 157 .990” 1,495.00 

440-P1-
1057 

U572” (Indy Maxx or MP Block):StreetU  
Diamond used in 572 Super Street Wedge 

Dish  
-25cc 

581 Std. 
15° 

4.500” 4.500 7.100” 
Steel 

1.350” 11.63 11.17 10.75 175 .990 1,595.00 

440-P1-
1058 

U588” (440 Block): U  Diamond for Indy 440-SR 
or -1 Cyl Heads on Maxx or MP Blk. 

Flat Top 
-7cc 

565 Std. 
15° 

4.500” 4.625” 7.100” 
Steel 

1.300” 15.5 14.6 13.9 157 .990” 1,495.00 

440-P1-
1062 

U655” (4.840” Indy Maxx Block):U   
for Indy 600-13 Cyl Heads. 

Flat Top 
-5cc 

595 13° 4.563” 5.000” 6.950” 
Alum 

1.250” 15.5 N.A. N.A. 157 .990” 1,895.00 

Pistons For Chrysler 426 Based Hemi®                      167cc        172cc    
426-P1-

1072 
U426” MP or Stock Block U:  Street 
Diamond for stock or Indy 426-1 Heads 

Dome 
+85cc 

822 N.A. 
4.250” 
4.280” 

3.750” 
6.860” 
Steel 

1.965” N.A. 10.00 9.6 163 1.031” 1,325.00 

426-P1-
1074 

U477” MP or Stock Block U:  Street 
Diamond for Stock or Indy 426-1 Heads 

Dome 
+75cc 

775 N.A. 
4.250” 
4.280” 

4.150” 
6.860” 
Steel 

1.765” N.A. 10.00 9.6 163 1.031” 1,325.00 

426-P1-
1063 

U526” Indy Maxx or MP Block: U Street for stock 
or Indy 426-1 Heads 

Dome 
+65 

712 N.A 4.310” 4.500” 
7.100” 
Steel 

1.350” N.A 10.00 9.6 157 .990” 1,325.00 

426-P1-
1064 

U528” (Indy Maxx or MP Block):U  Street 
Wiseco for stock or Indy 426-1 Heads. 

Dome 
+67cc 

815 N.A. 4.500” 4.150” 
6.860” 
Steel 

1.760” N.A. 10.25 9.8 210 1.031” 1,425.00 

426-P1-
1066 

U572”/ 588” (Indy Maxx or MP Block): U  Race 
DiamondIndy 426-1RA or 426-1RA6 

Dome 
+100cc 

740 N.A. 4.500” 4.500” 
4.625” 

7.100”  
Stl/ Alum 

1.350” N.A. 14.5 13.85 157 .990” 1,695.00 

426-P1-
1067 

U572” (Indy Maxx or MP Block):U  Street 
Diamond used in 572 Hemi Super Street 

Dome 
+73cc 

695 N.A. 4.500” 4.500” 7.100”  
Steel 

1.350” N.A. 11.1 10.75 157 .990” 1,595.00 

426-P1-
1068 

U605” (Indy Maxx or MP Block):U  Street 
Diamond Indy 426-1, or 426-1RA 

Dome 
+56cc 

650 N.A. 4.500” 4.750” 7.100” 
Steel 

1.245” N.A. 10.75 10.4 157 .990” 1,595.00 

426-P1-
1070 

U636" (Indy Maxx)U: Race or Indy 426-1RA6 Dome 
+85cc 

700 N.A. 4.500" 5.000" 6.950" 
Alum 

1.250" N.A. 15.5 N.A. 157 .990" 1,895.00 
 

 
Custom Diamond Pistons  (Includes Pins) 
 
360-P1-CP2 Small Block Chrysler 340-360 Block Dome or Dish custom (1/16, 1/16, 3/16 Ring Pack, .984 or .927 Pin) .......................................................................................................... ***Call for Quote***   
440-P1-CP3 B/RB Wedge Chrysler 400-440 Block Flat Top (1/16, 1/16, 3/16 Ring Pack, .990 Pin) ......................................................................................................................................... ***Call for Quote***   
426-P1-CP5 Chrysler 426 Based Hemi® All (1/16, 1/16, 3/16 Ring Pack, .990 or 1.031 Pin).................................................................................................................................................... ***Call for Quote***  
 
 
 

pCustom Diamond Piston Kits – Full Race  (Includes Pistons, Pins, & Rings) 
 
440-P1-CP6 These Pistons are CNC Cut with Top Gas Ports with Tool Steel Pins, .043, .043, 3mm Total Seal AP Steel Ring Pack ........................................................................................................... 1,695.00  
 Used in 655 Big Wedge, 655 Predator, and 636 Race Legend 
 

UPins & Locks 
 
ALL-P1-PL1 Standard 4340 Chrome Moly Piston Pins (Set 8 Outright) for Any Combination Above  ............................................................................................................................................................... 120.00   
ALL-P1-PL3 Tool Steel Custom Pins (Set 8 Outright) ....................................................................................................................................................................................................................................... 250.00  
ALL-P1-PL7 Spiral Locks for .990” Pins (Outright in Packs of 4, Enough for 1 Piston) ........................................................................................................................................................................................ 15.00  
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